MATFKWIA FONIOBHOW
obop 1 Haknagku

L_J
peprensih Casada

yAo6HOW nocaaku healthcare

h ™

h ™
J WHCTPYKLUNA NO TEXHUKE BE3OMNACHOCTHU
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healthcare

cKnafHble ambyLto-
pbl Ana ynobHom
nepeHoCKm

rPOMKOCTU MOXKET NPUBECTU K MOCTOAHHOMY YXYA-
LweHuio cnyxa. Perynatop rpoMkocTm Bceraa fomKeH
6bITb OTPEryNMpPOBaH Ha MUHVIMaNbHOM YPOBHe Nnepej
nepeknioyeHnem Mexay HeCKONIbKMMN NCTOYHUKAMU
(cmaptdoH, CD-nneep, mp3-nneep n T.4.) UK Korga
NOAKMIOYEHbI HAYLIHUKN.

CNELUOUKALUNA

Pa3zmep grnHamuKa: 40 Mm

YacToTHanA xapakTepucTmKka: 20Ty - 20,000y

MmnepaHc: 320m

YyBCTBUTENBHOCTb: 98+ 3 b ' ' ®

LUTekep: 3,5MM cTepeo b ral n‘t O n |CS
Casada International GmbH AnvkHa kabens: 1,5M +\-10% wrekep 3,5 Mm

brainwave stimulation system




SICHERHEITSHINWEISE

Bei der Verwendung von Kopfhérern mit hoher Laut-
starke kann eine dauerhafte Hérbeeintréchtigung
auftreten. Sie sollten die Lautstérke immer auf das
Minimum beschrdnken, wenn Sie zwischen den
verschiedenen Gerdten (Smartphone, CD-Player,
MP3-Player usw.) wechseln oder wenn Sie die Kopf-
horer anschlieBen.

TECHNISCHE DATEN

Ohrmuschel: 40mm
Frequenzbereich: 20Hz - 20,000 Hz
Impedanz: 320hm
Empfindlichkeit: 98+ 3dB

Kabel: 3,5mm Stereo
Kabellénge: 1,5m +\- 10%
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Gepolsterter Kopf-
bigel mit Ohrpolstern

Verstellbarer Kopf-
bigel fir maxima-
len Tragekomfort

Klappbare Ohr-
muscheln zur ein-
fachen Aufbewahrung

jack plug fits a 3,5
mm jack

SAFETY INSTRUCTIONS

Using headphones at a high-volume level can cause
permanent hearing impairment. Volume control

should always be adjusted at the minimum level befo-

re commuting between several sources (smartphone,
CD player, mp3 player, etc.) or when the headpho-
nes are connected.

SPECIFICATIONS

Speaker size: 40mm

Frequency response: 20Hz - 20,000 Hz
Impedance: 320hm

Sensitivity: 98+ 3dB

Jack plug: 3.5mm stereo

Cable length: 1.5m +\-10%

padded head strap
and ear pieces

adjustable head
strap for comlfy fit

foldable ear pieces
for easy carrying

jack plug fits a 3,5
mm jack



